BLESSING COMMUNITY CENTER ADDENDUM 01 02.19.2024
MATAGORDA COUNTY 1029-0823

SECTION 08 14 00 - WOOD DOORS
The Conditions of the Contract and applicable requirements of Division 01 govern this section.

REFERENCE SPECIFICATIONS

A. Work under this section shall be governed by the current editions of the following standards and
specifications to the extent that they are applicable:

1. NWWDA 1.5-1; AWI Sections 1300-5, 1300SLC-5 and 1300FD; ASTM E-152; NFPA 252; UL
10B and NFPA 80.

SHOP DRAWINGS

A. Provide shop drawings which include schedule of all doors to be provided as well as details
and/or literature describing door construction, AWI grade and veneer type, cut and grade.

WARRANTY

A. All wood doors and/or transom panels shall have a 1 year warranty against becoming
unserviceable or objectionable in appearance as a result of being defective or non-conforming.
Without limiting the scope of the warranty the doors provided shall be guaranteed not to:

1. Warp in excess of 1/4” as defined by NWWDA.
2. Warp or twist to a degree that the door will not operate properly.
3. Photograph any show-through of stiles, rails or cores.

DOOR & TRANSOM CONSTRUCTION
A. Construction types:

Wood blocks or staves. Plain, framed or bonded stile and rail.

Chipboard, particle board.

Edges to be solid hardwood.

Wood veneer faces.

Special cores as required for fire rated doors.

Provide U.L. Label fire doors and transoms when and as scheduled on the drawings.
Add wood blocking reinforcing for closer through bolts.
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B. Plies:

1. 5 ply, bonded core, construction.

2. Hardwood crossbanding.

3. Premium, Grade 1, solid piece maple veneer. Veneer shall be bonded to core. Transom
panels, if scheduled, must have veneer that matches door.

C. Glue:

1. Water-resistant, type Il
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FACTORY FINISHING
A. Prefinish wood doors at the factory.

B. Premium grade transparent finish — manufacturer’s standard finish with performance requirements
comparable to AWI system TR-6 catalyzed polyurethane.

C. Staining: Either none required for clear prefinish or color to be selected from manufacturer’s full
range.

D. Effect: Open grain finish.

E. Sheen: Satin — medium rubbed effect.

DOOR LITE FRAMES

A. Cold rolled steel, 18 gauge, fire rated and factory primed, model 84G as manufactured by
Advantage Lites & Louvers, Inc., 415 Concord Avenue, Bronx, NY 10455. Tel: 718-585-3230.
Fax: 718-292-2243

DELIVERY

A. Doors shall be individually wrapped or cartoned at the factory for protection during transit and
storage periods, and shall be marked as per tag designations on shop drawings.

INSTALLATION
A. Doors shall be sized and beveled for proper fit and security on the lock edge.
B. Use template machine guides to prepare doors for hanging and installing hardware.

END OF SECTION 08 14 00
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